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PULSAR 
POWER TIMING LIGHT 
MODEL 150/PTL-12 


THE BRIGHT WHITE LIGHT 


A NEW FRONT RUNNER FOR PEERLESS 


Specifically built for the professional mechanic. This new D.C. Power 
Timing Light reflects the finest in design, engineering 
and quality assured in all Peerless test equipment. 


Notice the new long, lean profile. Easy to aim, even in those tight 
spots. The pistol grip handle has an excellent ‘‘feel’’ with an 
unusually fine balance. 


PERFORMS THESE TESTS — Ignition timing @ Distributor action 

w Centrifugal and vacuum advance m Exhaust emission control devices 
m FOR USE ON 6-12 volt systems m Conventional, transistor, 
magneto and C. D. ignition @ 2 and 4 cycle engines 


QUALITY FEATURES — Xenon 
flash tube fires intense 
blue-white light through pre- 
focused glass lens m Easily 
seen even in bright sunlight 

m COMPLETE SOLID STATE 
CIRCUITRY insures long- 

life stability @ Burnout-proof 
circuit features automatic 
overload protection ™ 
Automatic reverse polarity 
protection 

m TRIGGER SWITCH flashes 
light only when needed, 
extends life of flash tube 

m RUGGED, SHOCKPROOF 
CASE @ Triple chrome 
polished die cast zinc case 
protects unit even if dropped 


HAND WELD 


_ (INSTRUMENTS 


Complete, fully illustrated 
instructions included. 


LOOK TO PEERLESS FOR BRIGHT IDEAS 


PULSAR" eames 
POWER TIMING LIGHT #7 7c 
MODEL 160/TL-21 (ny (ollie 


Adapters included 
for foreign and 
domestic cars 


ONE EASY HOOKUP — No more mutiple-wire : 

connections ™ Just one lead clips to spark plug _ . Nase eae 

SELF CONTAINED, RECHARGEABLE POWER Sa SERRE ES oe 

UNIT — Charger included with timing light 
Doubles as holder for light ® Mounts anywhere 
Power unit is guaranteed for life 


OPERATES WITH ANY VOLTAGE SYSTEM — 
6-12-18-24-32 volt and magnetos 


QUALITY FEATURES — SOLID STATE CIRCUITRY 


Transistors, silicon diodes, no moving 805/CH-1 
parts ® Automatic overload protection @ TRIGGER Charger 
SWITCH for longer flash tube life ® HIGH included 
IMPACT SHOCKPROOF CASE ® Heat resistant with 

Not affected by gasoline, oil or solvents Bree, 

ght. 


Complete, fully illustrated step-by-step instructions. 


LOOK TO PEERLESS FOR INNOVATION 


PULSAR 
POWER TIMING LIGHT 
MODEL 130/TL-16 


QUALITY FEATURES — EXTREMELY BRIGHT 
LIGHT Xenon flash tube Large 1%” glass lens 
SOLID STATE CIRCUITRY — For dependability 
and long-life RUGGED SHOCKPROOF CASE 
Virtually indestructible Impervious to gasoline, 
oil and solvents Heat Resistant. 


TESTS—Engine timing Vacuum advance’ Cen- 
trifugal advance __ Distributor action 


Complete, fully illustrated instructions included. 


Adapters included 
for foreign and 
domestic cars 
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LOOK TO PEERLESS FOR PERFORMANCE 


PULSAR 
AC POWER TIMING LIGHT 
MODEL 120/ACP-5 


aks 


Requires 110-120 volt alternating current. 
U.L. approved. 


QUALITY FEATURES — XENON FLASH TUBE 
provides brilliant blue-white beam, powerful ws 
enough to test even in direct sunlight SOLID | — 
STATE CIRCUITRY Transistors, silicon diodes, : 
no moving parts Automatic polarity protection 
Burnout proof circuitry TRIGGER SWITCH 
activates flash tube only when needed, for 
extended life ® RUGGED, SHOCKPROOF BAKE- 
LITE CASE ® Withstands high temperatures, gas, 
oil and solvents ® Completely safe, high di-elec- 
tric strength, eliminates possibility of electric 
shock 


CHECK AND TEST — Ignition timing ®™ Distributor 
action Centrifugal and vacuum advance Ex- 


il 


Musrvvecuvecesvuvecerereey 
ATTN 


i iii 


VETTEL EET ET ETT ATE 


biiddiMiditiiiiNAAitL 


SUUCCTUCTUTVETIVECireEE 
i} Seeeeeeneresewesees 
| iT reetererer etre 


Adapters included 
for foreign and 


haust emission control devices 6-12-24-32 volt domestic cars 
or magneto ignition systems 
Complete, fully illustrated instructions included. UL) 


PEERLESS 
NEON TIMING LIGHT 
MODEL 110/T-7 


High quality at low cost — Compact, light in weight 

High impact, sturdy case Black leatherette 
appearance Heat resistant, impervious to gas, 
oil and solvents ® Pre-focused glass lens ® Works 
on 6-12-24 volt or magneto ignition systems 


Complete, fully illustrated instructions included. 


Adapters included for 
foreign and domestic cars 
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MODEL 450/DT-5A 
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NOW YOU CAN TEST POINT RESISTANCE IN -- STATIC POINT RESISTANCE TEST 
SECONDS WITH THE ENGINE RUNNING. Performed with engine stopped. Find defective 


DYNAMIC TEST components. 


Performed with the engine running or cranking. WORKS ON ALL VOLTAGES — 6-12-24-32 volt 

ale = ae resistance position and = systems _—‘Transistorized ignition systems (even 

fopivck oF pointless type) All conventional systems Mag- 

SCALE RANGES netos, wherever connection can be made across 
ignition points 


QUALITY FEATURES — COMPLETELY TRANSIS- 
TORIZED CIRCUITRY Long trouble-free life 


6 and 8 cylinder — 0-1200 R.P.M., 0-6000 R.P.M., 
0-60° dwell, static and dynamic point resistance 


4 cylinder — 0-2400 R.P.M., 0-12,000 R.P.M., Completely hand-wired No printed circuits 
0-90° dwell, static and dynamic point resistance Large 3%” meter Knife-edged pointer pro- 
SEPARATE TACHOMETER SCALE FOR 4 CYL- vides accurate readings within 10 R.P.M. 

INDER ENGINES Complete, fully illustrated instructions included. 


LOOK TO PEERLESS FOR RELIABILITY 
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ELECTRICAL SYSTEM ANALYZER 
MODEL 250/AGR-2A 
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NOW, ONE TESTER FOR COMPLETE ELECTRICAL 
SYSTEM TESTING ON 6-12 AND 24 VOLT SYSTEMS. 


Why duplicate your cost and buy several testers to 
perform various electrical checks. It is no longer 
necessary to buy a separate tester for generators, 
a separate one for alternators, another for diodes, 
and another for batteries and starters. That’s the 
expensive route and much more complicated. Look 
what you can do with the Peerless ELECTRICAL 
SYSTEM ANALYZER and compare it to any other 
equipment on the market today. 


CHECK AND TEST — Alternators 
Voltage Regulators __ Batteries 
and Stators Short circuits Battery Cables and 
Solenoids Voltage drops’ Starters Circuit Re- 
sistance Accessory Current Draw 


Generators 
Alternator diodes 
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BATTERY LOAD UNIT 
MODEL 812/LD-1 


830/BP-1 Battery 
Post Adapter 
included. One 
master adapter 
for all elec- 
trical system tests. 
Also fits Delco screw- 
on terminals. 


AN INVALUABLE ACCESSORY FOR 
USE WITH THE MODEL 250/AGR-2A, 
ELECTRICAL SYSTEM ANALYZER. 


SIMPLIFIES TESTING—Eliminates need 
for using jumper leads, no possibility of 
damaging vehicle components ™ Applies 
sufficient discharge rate to perform 
tests on all charging systems m NECES- 
SARY TOOL FOR FOLLOWING MANU- 
FACTURERS SPECIFICATIONS 
SPRING LOADED SWITCH applies load 
only when needed, prevents accidental 
burnout. 


SCALES — 0-32 Volts 0-16 Volts 
10-0-80 Amps 0-400 Amps 
Stator Test Scale. 


0-3 Volts 
Good-Bad Diode - 


QUALITY FEATURES — LARGE 3%” METER 

EASY-TO-READ SCALES permit extremely fine ad- 
justments ONE SELECTOR SWITCH selects scale 
or test desired EXTERNAL SHUNT for simplified 
connections 1% OHM RESISTANCE UNIT for volt- 
age regulator tests CANNOT BE INCORRECTLY 
CONNECTED One hook-up for all basic tests 


Easy-to-understand, fully illustrated manual for com- 
bined use of 250/AGR-2A and load unit included. 
Features Simplified Procedure for All Tests. 


PULSAR BATTERY TESTER __ 
EXHAUST ANALYZER MODEL 215/BT-4 ooh 
MODEL 600/EGA-6 Ik 
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ce — HERE’S THE HANDY, CONVENIENT, SELF-CON- 
a ™ TAINED BATTERY TESTER YOU CAN USE ANY- 
“eats be WHERE, ANYTIME — IN THE SHOP, ON SERVICE 
CALLS OR ON THE DRIVE — BECAUSE NO OUT- 
LET OR OUTSIDE POWER IS NEEDED. SO SIM- 
PLE TO USE, IT’S THE ONE BATTERY TESTER 
YOU’LL NEVER WANT TO BE WITHOUT. 


Designed especially for use on COVERED TOP 
or sealed batteries m Accurately checks all other 
6 and 12-volt batteries as well Takes just 30 
seconds to make a complete battery test m@ Simple 
as A-B-C ... connect clips, flip load switch, read 
battery condition Multi-use — checks charging 
rate and voltage drop; also bad or dirty cables, 
etc. Handy size, ruggedly built for years of 
dependable service 


Pick-Up and Sensing 
Unit can be hung on 
Rear Bumper for road 
tests. 


Complete instructions included 


The tool to fight air pollution and improve engine 
performance at the same time. Designed for uni- 


patent eatery on all carburetor and fuel in- DI ODE eS STER 


Hand selected, matched Thermistors react faster MODEL 


for precise carburetor adjustment and gas mixture 
analysis. 8 j 0 / D B -OA 


ANALYZE/ ADJUST — Exhaust emission control 
systems on all late model cars Carburetor con- 
dition on all cars 


QUALITY FEATURES — ON-THE-ROAD TESTING 

No dynamometer needed _ Flexible metal tub- 
ing probe fits all tailpipe shapes Sensing unit 
in pick-up transmits electric impulses instantane- 
ously to meter FOR TESTING INDIVIDUAL DIODES IN THE 


METER SCALES ALTERNATOR 
Air fuel ratio 11-16 Fast and Easy to Use — Tests open or shorted 
Idle bands for conventional and exhaust con- diodes without removing connections 
trol systems Needle Prod T ; 
ype Leads — Makes it possible to 
Percentage of carbon monoxide (CO) test diodes without unsoldering or unclamping 
Propane and butane A.F.R. leacewires 


Complete, fully illustrated step-by-step instructions. 


ALTERNATOR GENERATOR 
REGULATOR TESTER 
MODEL 210/AGR-10A 


UNIVERSAL DWELL 
TACHOMETER 
MODEL 425/DT-10A 


U.S. PATENT 
# 3,543,143 


MODEL 425/DT-10A 


WORKS ON — Transistorized ignition systems 
Conventional systems  6-12-24-32 volts 4-6-8 
cylinder engines Outboard motors Tractors 
Magneto systems with accessible primary 
connections at points 


PERFORMS THESE TESTS _ Point dwell RPM 
settings Carburetor adjustments Automatic 
transmission adjustments Cylinder balance 
Breaker plate wear 


SCALE RANGES 
4 cylinder — 0-4,500 RPM —0-90° dwell 
6 cylinder — 0-3,000 RPM—0-60° dwell 
8 cylinder — 0-2,250 RPM —0-45° dwell 


QUALITY FEATURES COMPLETELY SOLID 
STATE — For consistent accuracy and long-life 
Hand-wired circuit AUTOMATIC VOLTAGE 
SELECTION No switching for any voltage range 
EASY TO USE Two leads One selector 
switch No batteries or calibration required 


Complete, fully illustrated step-by-step instructions 


8 included. 


MODEL 210/AGR-10A 


FOR ELECTRICAL SYSTEM TESTING ON 
6 AND 12 VOLT SYSTEMS 


QUALITY FEATURES — COMPLETELY SOLID 
STATE Accurate, dependable, durable 
LARGE 2-COLOR METER-DIAL Easy to 
read and make precise adjustments  SIM- 
PLE, SAFE CONNECTIONS ONE Hook-Up 
and ONE test procedure for all systems. Bat- 
tery post adapter connects to battery No 
chance of harming tester or car Ammeter 
connections built into battery post adapter 

Jumper wire with clips and insulators in- 
cluded 2 SELECTOR SWITCHES For 
checking amps or volts For positive and 
negative ground systems __ Reversed polarity 
will not harm tester 


SCALE RANGES 0-16 volts 5-0-80 amps 


Complete, fully illustrated step-by-step in- 
structions included. 


IGNITION 
ANALYZER 
MODEL 310 


MODEL 310 


FAST, 4 STEP PROCEDURE FOR COMPLETE 
IGNITION ANALYSIS. SWITCH TO DESIRED 
TEST POSITION AND READ. 

GOOD OR BAD. 


Works on all 6 and 12 volt conventional igni- 
tion systems. 


CHECK AND TEST — PRIMARY CIRCUIT 
TEST — Check resistance of all components 

IGNITION OUTPUT TEST — Check coil, 
condenser, distributor cap, rotor, and spark 
plug cables IGNITION RESERVE. TEST — 
Load-check for worn spark plugs Wide 
rotor gap Corrosion Broken spark plug 
cables SPARK TEST — Pinpoint resistance 
indicated in previous test 


QUALITY FEATURES — COLOR BANDS — 
For easy reading SIMPLE TO OPERATE — 
One selector switch Two leads 


Complete, fully illustrated instructions 
included. 


DWELL 
OHMMETER 
MODEL 410/D10-A 
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MODEL 410/D-10A 


OPERATES ON 4-6-8 CYLINDER ENGINES AND 
MOST TRANSISTORIZED IGNITION SYSTEMS 


PERFORMS THESE TESTS — MEASURES DWELL 
— Essential for installing new points CHECKS 
POINT CONDITION — Finds pitted or burned points 
MEASURES RESISTANCE of spark plug cables, 
ballast resistors, coil windings, and condensers 
PERFORMS CONTINUITY CHECKS of switches 
and wiring harness 


SCALES — Dwell—8 cylinder 0-45°, 6 cylinder 
0-60°, 4 cylinder 0-90° Separate point resistance 
scale 0-20,000 ohms 


Complete, fully illustrated instructions included. 


HAND GEL 


INSTRUMENTS 


PEERLESS VACUUM GAUGE 
MODEL 716/V15 


Ye inch fitting, %x% 
inch reducer, and T fit- 
ting included 


AN INVALUABLE TOOL TO CHECK AND SET 
AIR POLLUTION SYSTEMS AND CHECK ENGINE 
CONDITION ON ALL CARS TODAY. 


QUALITY FEATURES — Professional quality vacu- 
um gauge and fuel pump tester as well Over- 
size bourdon tube movement inside, assures long 
life and accuracy Large, heavy duty 3%” dial, 


chrome plated ring, painted case Adjustment 
for zero 0-30 in. vacuum 0-10 Ibs. pressure 
scale marked off in %” Ib divisions Rubber 


adapter on end of hose has internal taper to fit 
all gas lines Restrictor assures steady readings 


Complete instructions included. 
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FLEXIBLE DRIVE 
COMPRESSION TESTER 
MODEL 702/C19A 
WITH 

SIDE RELEASE VALVE 


U.S. PATENT 
# 3,224,260 
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MOST ADVANCED COMPRESSION TESTER 
MADE, TESTS ALL CARS . .. NO ADAPTERS OR 
EXTENSIONS REQUIRED 


GAUGE MEASURES FROM 0 TO 300 LBS. AND 
0 TO 21 KG. PER SQ. CM. 


This instrument gets down into the combustion 
chamber of any car without using adapters to 
obtain true compression readings Can be used 
with both 14MM and 18MM Spark Plug holes 

Flexible drive easily gets around all obstruc- 
tions Cannot be harmed by a hot exhaust mani- 
fold, or by gasoline or oil 2%” chrome plated 
case 


Complete instructions included. 


', COMPRESSION TESTER 
A ADAPTERS 
MODEL 717/X-3 


75%” long straight 
adapter Needed for 
many Chrysler prod- 
ucts and where a 
long reach is needed 
Use with Model 
701/C-5B Tester. 


MODEL 715/V3 


35 degree adapter 

4” x 3%” facilitates 

testing on almost 

all V-8’s_ — Use with 

Model 701/C-5B 
Tester 


MODEL 711/GCI-2 MODEL 703/CI-4 
CHARGING CURRENT DUAL CURRENT 
NDIC ATOR : INDICATOR ara 


Scale: 75-0-75 amps calibration 
marks every 5 amps 

Easy to use — No need to disconnect 
wires Just hold over generator or 
alternator wire to read current output. 


Dual Range Scales: 400-0-400 amps. 
75-0-75 amps. 


Combines functions of Model 711/ 
GCI-2 and Model 712/SC-1 into one 
indicator. 


iggvnnoggaunongganongannngganenaganngeannnneanangagannnagannnagaanons 
All Peerless Instruments are handcrafted of the finest material and components 
available. Our goal is to build every product with ZERO-DEFECTS (Z-D’’). 


Every Peerless Instrument is warranted to be free from defects in material and 
workmanship for a period of 1 YEAR from date of purchase by user.* 


If a problem does occur with your Peerless Tester, we will replace it with a Fac- 
tory Exchange Unit FREE of charge. 


The Owner Protection Plan extends the same exchange service from the 2nd through 
the 5th year at a Low Flat Rate Pro-Rated charge. 

You receive a replacement immediately and know in advance what the charge will 
be. 


Warranty/Exchange Service is available through your local jobber... 


*Any instrument abused or damaged by improper use or mishandling is not covered by this warranty. 
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The famous line of Peerless console t 
testers has always been built to very exac 
standards to meet the needs of Service ’ 
Stations, Independent Garages and Deale ? 
The exciting, new, Pulsar 960 is in this t 
Designed and engineered as a rugged, : \f la Td SD os 
accurate service tool, the 960 is also an excellent » \ INSTRUMENT CO f | 
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more than ever, apply to the Peerless ~ MW i 
Hand-Held Test Equipment in this catalog. \ \  - Ve Canada: RICHMOND HILL, OMT. : a 


